
Dk. Brown, Moist SILTY CLAY
LOAM

Dk. Grey, V. Moist SILT LOAM

Dk. Grey, V. Moist SILTY CLAY
LOAM w/ WOOD pieces

Grey, saturated clayey SAND with
some fine gravel

Grey, saturated clayey SAND with
some fine gravel (continued)

Dk. Grey, saturated clayey
GRAVEL, fine to coarse
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HydraulicHAMMER TYPEHollow Stem Auger

Surface Water Elev. n/a
n/a

ft
ft

Groundwater Elev.:

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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975.6
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STRUCT. NO.

A. Bore
Shepardson Exp. Reconstruction, from State St. To

Capital WayDESCRIPTION

NW CORNER, NW 1/4, NW 1/4, SEC. 9, TWP. 123N, RNG. 5E, 3rd PM

Page

Date

of

1842+10

Exist. Bridge No.
012-2298-543

4 E. ABUT
1843+40 E.B.

20.00ft L of EB cL

LOCATION
999-1234.2, 999-1243.3 to

999-1243.6

987.60 ft

Division of Highways
ACME Consultants

XYZ-99

3Illinois Department
of Transportation

 8/22/99

Station

COUNTY

Station

Ground Surface Elev.

BORING NO.

LOGGED BYROUTE

Cook

Offset
Qu

B
L
O
W
S

D
E
P
T
H

(ft) (%)(tsf)

M
O
I
S
T

U
C
S

(/6")

-25

-30

-35

-40



Dk. Grey, saturated clayey
GRAVEL, fine to coarse
(continued)

Dk. Grey, sandy GRAVEL, coarse

Borehole continued with rock
coring.
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HydraulicHAMMER TYPEHollow Stem Auger

Surface Water Elev. n/a
n/a

ft
ft

Groundwater Elev.:

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
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